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TS20139

Color palette

IP20

WHITE BLACK GREY

56mm

201mm

99.5mm

Adjustable 350°
90°

TS20139  Track Spotlight 3 phase Track

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 15W
Luminous �ux ~900lm
Light Source 6pcs OSRAM SMD
CCT  3000K, 4000K
CRI >80 CRI>90 
Di�user Spot, Flood, Wide �ood and oval,rectangle, wallwasher
Beam Angle  Reflector 15°, 24°, 36°
Driver Built-in
Operating Temperature -25°c~+50°

Model COSI  TS5389  

Input Voltage 110-240VAC, 220-240VAC /50-60Hz
Power Max 7W GU10
Light Source led Lamp GU10
Beam angle depending on lamp GU10 °
CCT 3000K,4000K, 5000K
Light Efficiency lm depending on lamp GU10
CRI >80
Operating Temperature -25°c~+50°c
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Color palette
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90°
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BELLA SERIES

COSI SERIES

TS6075  Track Spotlight

Input Voltage 110-240VAC,220-240VAC / 50-60Hz
Light Power 4W, 8W
Luminous �ux >80lm/W PMMA Lens
Light Source AC COB Seoul semiconductor
CCT  2700K, 3000K, 4000K
CRI >80 
Beam Angle  Reflector 24°, 37°
Driver PF0.9 Uout 36DVC Iout 200mA
Operating Temperature -25°c~+50°
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